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22.3 GENERAL CONDITIONS AND REQUIREMENTS FOR EXTRA-LENGTH 

Extra-length vehicle combinations shall be subject to the following conditions, limitations, and requirements: 

Extra-Length Vehicle Combinations.  Vehicle combinations operating with an overall length in excess of the limits 
imposed in Section 49-1010, Idaho Code, shall consist of not more than four (4) units, shall not exceed one hundred 
fifteen (115) feet overall and no such vehicle combination shall include more than three (3) cargo units except that a full 
truck and full trailer may have an overall length in excess of seventy-five (75) feet but not in excess of eighty-five (85) feet 
including load overhang. 

Power Unit.  The power unit of extra-length combinations shall have adequate power and traction to maintain a minimum 
of fifteen (15) miles per hour under normal operating conditions on any up-grade over which the combination is operated. 

Connecting Devices.  Fifth wheel, drawbar, and other coupling devices shall be as specified by Federal Motor Carrier 
Safety Regulations, Part 393, which shall be considered to be a part of this chapter. 

Weather Restrictions.  Extreme caution in the operation of an extra length vehicle shall be exercised when hazardous 
conditions such as those caused by snow, ice, sleet, fog, mist, rain, dust, or smoke adversely affect visibility or traction.  
The movement of vehicles by extra-length permit shall be prohibited and otherwise valid permits shall automatically 
become invalid enroute when travel conditions become hazardous due to ice, snow or frost; when visibility is restricted to 
less than five hundred (500) feet by fog, dust, smoke, smog, or other atmospheric conditions.  Speed shall be reduced 
when such conditions exist.  When conditions become sufficiently dangerous, the company or the operator shall 
discontinue operations and operations shall not be resumed until the extra length vehicle combination can be safely 
operated.  The state may restrict or prohibit operations during periods when in the state's judgment traffic, weather, or 
other safety conditions make such operations unsafe or inadvisable. 

Trailer Weight Sequence.  In any extra-length combination, the respective loading of any trailer shall not be substantially 
greater than the weight of any trailer located ahead of it in the vehicle combination.  (Substantially greater shall be defined 
as more than four thousand [4,000] pounds heavier. 

Insurance Requirements.  Every combination operated under this chapter shall be covered by insurance of not less than 
five hundred thousand dollars ($500,000) combined single limit.  The permittee or driver of the permitted vehicle 
combination shall carry in the vehicle evidence of insurance written by an authorized insurer to certify that insurance in 
this minimum amount is currently in force. 

Operating Restrictions. Operators of all vehicle combinations governed by this chapter shall comply with the following 
operating restrictions: 

A minimum distance of five hundred (500) feet shall be maintained between combinations of vehicles except when 
overtaking and passing. 

Except when passing another vehicle traveling in the same direction, the combination shall be driven so as to remain at all 
times on the right hand side of the centerline of a two (2) lane, two (2) way highway, or on the right hand side of a lane 
stripe or marker of a highway of four (4) or more lanes. 

Tire Limitations.  Single axles on extra-length vehicle combinations shall be equipped with four (4) tires except on the 
steering axle, variable load suspension axles (VLS - lift axles) unless equipped with fifteen (15) inch wide or wider single 
tires.  Multiple axle configurations may be equipped with single tires on each of the axles as long as the pounds per inch 
width of tire does not exceed the limits as listed in Idaho Code 49-1002. 

Routes for Extra-Length Operations.  Shall be designated in four (4) categories: 

a.  Blue-coded routes — Routes for combinations not exceeding ninety (90) feet in overall length including load 
overhang.  An extra-length combination operating on routes designated for ninety (90) foot combinations shall be 
designed and assembled in a manner whereby its maximum off-tracking will not exceed five point five zero (5.50) feet on 
a one hundred sixty-five (165) foot radius when computed by the equation developed by Western Highway Institute (WHI) 
for computation of maximum vehicular off-track. 

b.  Red-coded routes — Routes for combinations of vehicles not exceeding one hundred fifteen (115) feet in overall 
length including load overhang.  An extra-length combination operating on routes designated for one hundred fifteen (115) 
foot combinations  shall be designed and assembled in a manner whereby its maximum off-tracking will not exceed six 
point five zero (6.50) feet on a one hundred sixty-five (165) foot radius when computed by the WHI equation. 
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c.  Black-coded routes — Interstate system routes and specified interchanges providing access to approved breakdown 
areas located in close proximity to the Interstate system.  An extra-length combination operating on routes in this category 
shall be designed and assembled in such a manner that its off-tracking may exceed six point five zero (6.50) feet but shall 
not exceed eight point seventy-five (8.75) feet when computed by the WHI equation.  Specified interchanges providing 
access to approved breakdown areas are required to be used by combinations that exceed six point five zero (6.50) feet 
off-tracking. The specified interchanges will be authorized for either combinations in excess of six point five zero (6.50) 
feet off-tracking, but not in excess of seven (7) feet off-tracking, or for combinations in excess of seven (7) feet off-tracking 
but not in excess of eight point seventy-five (8.75) feet off-tracking. 

d.  Green-coded routes — Selected state highway routes for operation of an extra-length combination whereby its 
maximum off-tracking will not exceed three (3) feet on a one hundred sixty-five (165) foot radius when computed by the 
WHI equation and its overall length including load overhang does not exceed eighty-five (85) feet.  Route approval shall 
be subject to analysis of pavement condition, bridge capacity, safety considerations, pavement width, curvature, traffic 
volumes and traffic operations. 

22.4 OVERLEGAL PERMIT ATTACHMENTS AND REQUIREMENTS 

Permit Attachments.  All vehicles in extra-length operation shall be allowed to travel under the authority of overlegal 
permits issued to the power unit.  A copy of this chapter shall accompany and shall be a part of all annual extra-length 
permits.  An allowable gross loads table shall accompany and be referred to on the face of the permit.  Extra-length 
operations shall be valid only on routes of the state highway system designated for such purposes as set forth on the 
extra length color coded map of designated routes which shall accompany the permit, and is available at the Overlegal 
Permit Office, Ports of Entry, and District Offices.  Combination extra-length and excess weight permits are also available. 

Permit Requirements and Special Requirements.  Permits issued for operations of extra-length combinations shall be 
subject to the general requirements listed above, and to the following special conditions. 

a.  The operator of any extra-length combination (except triples combinations), shall complete the Off-Track Computation 
form.  The form will provide internal dimensions of the combination and computation of off-track as evidence of 
compliance with maximum off-track requirements specified for the designated route being traveled.  The completed Off-
Track Computation form, when required, shall be available for inspection by enforcement officers with the permit for the 
extra-length vehicle combination.  When the Off-Track Computation form is required, the permit shall be invalid until the 
form is completed and available for inspection. 

b.  Extra-length permits shall become automatically invalid subject to conditions cited in Chapter 23. 

22.5 EXCEEDING ALLOWED LENGTH AND/OR OFF-TRACK LIMITATIONS 

Extra-length vehicle combinations apprehended for exceeding allowed length and/or off-track limitations as set forth in this 
chapter shall be subject to the following course of action: 

The vehicle combination will be escorted by the apprehending officer to the first safe parking location; and 

The driver of the extra length vehicle combination will be issued a single trip, one (1) day permit via a specified route to 
the nearest permitted route.  The condition of this permit shall require an advance pilot/escort vehicle to escort the extra-
length vehicle combination, and the pilot/escort vehicle shall meet the pilot/escort vehicle requirements as set forth in 
Chapter 12. 

Confiscation of Permits.  When an overlegal permit has become invalid because of non-compliance with the limits and 
provisions on the face of the permit, the apprehending officer may confiscate the permit, and must forward the permit to 
the Overlegal Permit office.  The movement shall not proceed until a new permit is obtained or unless directed by the 
officer in order to protect the public interest.  An exception will allow the officer, in the case of non-compliance with weight 
distribution as established on the permit, to honor the permit if the permittee can make loading adjustments to satisfy the 
requirements of the permit.  

Disqualification Periods.  When a permit has become invalid, the vehicle identified on the confiscated permit may be 
disqualified for reapplication for permit for a period of thirty (30) days after the first violation, for a period of six (6) months 
after the second violation, and for a period of one (1) year after the third violation.   

Penalties.  In addition to revocation of permits as authorized in this chapter, the permittee shall be subject to all 
applicable penalties provided by law with regard to the provisions violated.   





Route Beg MP End MP Feature Color Route Beg MP End MP Feature Color
SH1 0 11.18 US95 to Canadian Border Red SH41 7.9 39.05 SH53 to US2 Red 
US2 0 80.18 WA Border to MT Border Red SH43 0 3.86 US26 to US20 Blue
SH3 0 14 US12 to Kendrick Red SH44 0 21.81 I84 to Glenwood St Red 
SH3 14 36.31 Kendrick to SH8 Blue SH45 9.74 27.72 SH78 to 12th Ave Nampa Red 
SH3 39 117.68 Bovill to I90 Blue SH46 0 43.05 I84 to US20 Red 
SH5 0 19.14 US95 to SH3 Blue SH47 0 7.72 Jct US20 to 1500 N Rd Blue
SH6 100 104.42 WA Border to US95 Blue SH47 7.72 12.42 1500 N Rd to 4350 E Rd Green
SH6 0 20.28 US95 to County Line Blue SH48 0 0.79 I15 to Roberts Red 
SH6 20.28 28.29 County Line to Emida Blue SH48 2.7 24.4 Roberts to US26B Red 
SH7 49.28 53.46 US12 to end of road Blue SH50 0 8.09 US30 to SH25 Red 
SH8 0 14.57 WA Border to Troy Red SH51 0 91.97 NV Border to I84B Red 
SH8 14.57 53.58 Troy to Elk River Blue SH52 0 14.41 OR Border to SH72 Blue
SH9 0 13.52 SH8 to SH6 Blue SH52 14.41 30.42 SH72 to SH16 Red 

SH11 0 42.54 US12 to end of road Blue SH52 30.42 54.12 SH16 to SH55 Blue
US12 14.95 174.41 SH3 to MT Border Blue SH53 0 9.46 WA Border to SH53 Red 
SH13 0 26.39 US95 to US12 Blue SH53 9.66 14.24 SH41 to US95 Red 

SH13B 0.03 0.82 SH13 to US12 Blue SH54 0 7.9 SH41 to US95 Red 
SH14 0 49.15 SH14 to Elk City Green SH54 7.9 15.51  US95 to Bayview Green
SH16 0 13.92 SH44 to SH52 Red SH55 0 16.67 US95 to Karcher Rd Nampa Red 
SH19 0 4.82 OR Line to Homedale Main St Blue SH55 18.14 19.3 Nampa Blvd & 3rd St to I84 Red 
SH19 9.07 34.63 US95 to I84 Red SH55 11.23 16.94 I84 to Eagle Red 
US20 0 22.12 OR Border to I84 Red SH55 44.64 65.37 Eagle to Truck Scale Red 
US20 24.8 49.68 I84 to Boise Red SH55 65.37 147.92 Horshoebend to McCall Blue
US20 4.7 4.84 Myrtle St to Front St Red SH55 147.92 153.38 Longview Rd to Raney Rd Green
US20 49.59 47.28 Front St to Main St Red SH55 153.38 156.05 Raney Rd McCall to US95 Blue
US20 49 82 52 81 Myrtle to I84 Red SH57 0 37 23 US2 to end of road Red

                                                  Extra Length Route Information for Black & White Maps                

US20 49.82 52.81 Myrtle to I84 Red SH57 0 37.23 US2 to end of road Red 
US20 95.3 196.03 I84 to US93 Red SH58 0 2.86 WA Border to US95 Blue
US20 248.55 272 Arco to US26 Red SH60 0 5.51 WA Border to US95 Red 
US20 263.77 306.9 US26 to I15 Red SH61 0 0.74 WY Border to US89 Red 
US20 307.45 406.3 I15 to MT Border Red SH62 0.02 15.41 US95 to SH162 Red 
SH21 0 17.14 I84 to Historical Site Red SH66 0 0.99 WA Border to US95 Blue
SH21 17 130.86 Historical Site to SH75 Green SH67 0 3.12 SH78 to end of new alignment Red 
SH22 24.67 68.6 SH33 to I15 Red SH67 3.23 16.3 Middle Line Canal to Grandview Rd Red 
SH24 0.33 3.73 I84 to SH25 Red SH67 1.47 8.95 Grandview Rd to SH51 Red 
SH24 51.06 52.45 SH24 to SH24 Red SH69 1.42 9.34 Kuna to I84 Red 
SH24 5.12 67.53 SH25 to US93 Red SH71 0.06 28.79 OR Border to US95 Green
SH25 0 30.56 I84 to I84 Red SH72 0 1.98 US30 to SH52 Red 
SH25 37.57 51.06 I84 to SH24 Red SH74 0 7.83 US93 to US93 Red 
SH25 52.45 58.04 SH24 to I84 Red SH75 73.65 130.15 Shoshone to Ketchum Red 
US26 138.97 165.92 I84 to US93 Red SH75 130.15 202.43 Ketchum to Yanke Fork Rd Blue
US26 272 306.104 US26 to I15 Red SH75 202.43 244.32 Yanke Fork Rd to US93 Red 
US26 334.37 368.52 US20B to top of Granite Hill Grade Red SH77 0 30.67 SH81 to I84 Blue
US26 368.52 402.5 Top Granite Hill Grade to WY Border Red SH78 0 76.04 SH55 to SH51 Red 
SH27 0 21.8 Oakley to I84B Red SH78 82.68 98.64 SH51 to I84B Red 
SH27 24.1 26.56 I84 to SH25 Red SH79 0 2.56 I84 to HS25 Red 
SH28 15.15 135.64 SH33 to Salmon Red SH81 0 33.97 SH77 to 33.97 Red 
SH29 0 13.61 SH28 to MT Border Green SH87 0 9.14 US20 to MT Border Red 
US30 0 0.61 OR Border to US95 Red US89 0 25.98 UT Border to US30 Red 
US30 21.53 31.17 US95 to I84 Red US89 26.28 44.24  US30 to WY Border Green
US30 172.6 257.53 I84B to SH27 Red US91 0 42.53 UT Border to I15B Red 
US30 330.82 335.77 I86 to I15B Red US91 77.89 97.05 Yellowstone Ave to I15B IC89 Red 
US30 359.49 455.48 I15B WY Border Red US91 100.7 122.93 N Main St to I15B Red 
SH31 0 21.02 US26 to SH33 Green US93 0 41.6 NV Border to US30 Red 
SH32 0 28.38 SH33 to SH47 Blue US93 212.09 217.19 US30 to Addison Ave Red 
SH33 0 79.28 US 20/26 to Rexburg Red US93 45.64 73.65 Addison Ave to SH75 Red 
SH33 100 155.08 SH33 to WY Border Red US93 165.95 199.27 Shoshone to US93 Red 
SH33 334.2 339.76 Rexburg to 2000 E Red US93 82.6 246.59 Arco to Lemhi/Custer Cty Line Red 
SH34 7.62 50.47 US91 to US30 Red US93 244.32 304.67 Lemhi/Custer Cty Line to SH28 Blue
SH34 57.75 78.17 US30 to Henry Cutoff Rd Red US93 304.67 350.81 SH28 to MT Border Red 
SH34 78.17 113.6 Henry Cutoff Rd to WY Border Blue US95 0 135.38 OR Border to Council Red 
SH36 100 133.075 I15 to SH34 Blue US95 135.38 239.75 Council to SH13 Blue
SH36 0 25.91 SH34 to end turnout Green US95 239.75 311.92 SH13 to US12 Red 
SH36 25.91 33.95 MP 25.91 to US89 Red US95 312.5 522.92 US12 to SH1 Red 
SH37 37.48 68.71 County Line to I86 Red US95 522.92 538.56 SH1 to Canadian Border Red 
SH38 0 23.43 I15 to Holbrook Red SH99 0 11.68  SH3 to SH8 Blue
SH39 1.72 52.93 Idaho St to US26 Red SH128 0 2.19 Lewiston to US12 Red 
SH40 0 2.73 I15 to US91 Red SH162 0 3.76 Nez Perce to Top of Grade Green
SH41 0 7.72 Seltice Way to SH53 Red SH200 29.74 48.16 US95 to Spring Creek Rd Red 

SH200 48.16 63.11 Spring Creek Rd to MT Border Blue



11' 40' 3" 14' 6" 39' 1" 18' 37' 7" 21' 6" 35' 9"
11'  1" 40' 2" 14' 7" 39' 1" 18' 1" 37' 7" 21' 7" 35' 8"
11'  2" 40' 2" 14' 8" 39' 18' 2" 37' 6" 21' 8" 35' 8"
11' 3" 40' 2" 14' 9" 39' 18' 3" 37' 6" 21' 9" 35' 7"
11' 4" 40' 2" 14' 10" 39' 18' 4" 37' 6" 21' 10" 35' 6"
11' 5" 40' 1" 14' 11" 38' 11" 18' 5" 37' 5" 21' 11" 35' 6"
11' 6" 40' 1" 15' 38' 11" 18' 6" 37' 4" 22' 35' 5"
11' 7" 40' 1" 15' 1" 38' 11" 18' 7" 37' 4" 22' 1" 35' 5"
11' 8" 40' 15' 2" 38' 10" 18' 8" 37' 4" 22' 2" 35' 4"
11' 9" 40' 15' 3" 38' 10" 18' 9" 37' 3" 22' 3" 35' 3"
11' 10" 40' 15' 4" 38' 9" 18' 10" 37' 3" 22' 4" 35' 3"
11' 11" 40' 15' 5" 38' 9" 18' 11" 37' 2" 22' 5" 35' 2"
12' 39' 11" 15' 6" 38' 9" 19' 37' 1" 22' 6" 35' 1"
12' 1" 39' 11" 15' 7" 38' 8" 19' 1" 37' 1" 22' 7" 35' 1"
12' 2" 39' 11" 15' 8" 38' 8" 19' 2" 37' 22' 8" 35' 
12' 3" 39' 10" 15' 9" 38' 7" 19' 3" 37' 22' 9" 34' 11"
12' 4" 39' 10" 15' 10" 38' 7" 19' 4" 36' 11" 22' 10" 34' 11"
12' 5" 39' 10" 15' 11" 38' 7" 19' 5" 36' 11" 22' 11" 34' 10"
12' 6" 39' 9" 16' 38' 6" 19' 6" 36' 10" 23' 34' 10"
12' 7" 39' 9" 16' 1" 38' 6" 19' 7" 36' 10" 23' 1" 34' 9"
12' 8" 39' 9" 16' 2" 38' 5" 19' 8" 36' 9" 23' 2" 34' 8"
12' 9" 39' 8" 16' 3" 38' 5" 19' 9" 36' 9" 23' 3" 34' 7"
12' 10" 39' 8" 16' 4" 38' 4" 19' 10" 36' 8" 23' 4" 34' 7"
12' 11" 39' 8" 16' 5" 38' 4" 19' 11" 36' 8" 23' 5" 34' 6"
13' 39' 7" 16' 6" 38' 4" 20' 36' 7" 23' 6" 34' 5"
13' 1" 39' 7" 16' 7" 38' 3" 20' 1" 36' 7" 23' 7" 34' 5"
13' 2" 39' 7" 16' 8" 38' 3" 20' 2" 36' 6" 23' 8" 34' 4"
13' 3" 39' 7" 16' 9" 38' 2" 20' 3" 36' 5" 23' 9" 34' 3"
13' 4" 39' 6" 16' 10" 38' 2" 20' 4" 36' 5" 23' 10" 34' 3"
13' 5" 39' 6" 16' 11" 38' 1" 20' 5" 36' 4" 23' 11" 34' 2"
13' 6" 39' 5" 17' 38' 1" 20' 6" 36' 4" 24' 34' 1"
13' 7" 39' 5" 17' 1" 38' 1" 20' 7" 36' 3" 24' 1" 34' 1"
13' 8" 39' 5" 17' 2" 38' 20' 8" 36' 3" 24' 2" 34' 
13' 9" 39' 4" 17' 3" 38' 20' 9" 36' 2" 24' 3" 33' 11"
13' 10" 39' 4" 17' 4" 37' 11" 20' 10" 36' 2" 24' 4" 33' 10"
13' 11" 39' 4" 17' 5" 37' 11" 20' 11" 36' 1" 24' 5" 33' 10"
14' 39' 3" 17' 6" 37' 10" 21' 36' 24' 6" 33' 9"
14' 1" 39' 3" 17' 7" 37' 10" 21' 1" 36' 24' 7" 33' 8"
14' 2" 39' 3" 17' 8" 37' 9" 21' 2" 35' 11" 24' 8" 33' 8"
14' 3" 39' 2" 17' 9" 37' 9" 21' 3" 35' 11" 24' 9" 33' 7"
14' 4" 39' 2" 17' 10" 37' 8" 21' 4" 35' 10" 24' 10" 33' 6"
14' 5" 39' 2" 17' 11" 37' 8" 21' 5" 35' 9" 24' 11" 33' 5"
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A
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B

Off-Track Calculation for 53 ft Trailers
Vehicle Measurements must be no more than these 

A and B measurements to meet the 5.50 ft Off-Track (Blue Route)
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